#2000 Series - Continuous Table Top Fusing Machine

576 50UTH 21s7 5T.
JESSE J. HEAP & SON, INC. IRVINGTON, NJ 07111

SERVING APPAREL INDUSTRY SINCE 1931 (973) 372-1559

Astex Model 2000
Continuous Table Top Fusing Machines

The Astex 2000 Series is available in
16" and 24" belt widths. The open side
design allows large parts with partial
interlinings to pass easily through the
machine. A large lay-up table, top and
bottom heat and adjustable silicone
pressure rollers make this model
especially adaptable to folders and roll-to-

roll applications such as waistbands, belt
loops, etc.

The 2016SC and 2024SCintroduce
additional features including a pneumatic
pressure regulation, a rotary stripping
blades, Vacuum Cooling Conveyor, steel
stand, and locking casters for mobility.

Astex 2016SC with 16" belt width

Applications

Here are two examples of
the Astex 2000 series
with unwinds/rewinds
for waistband fusing or
laminating applications.

[Click for Larger Image]
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#2000 Series - Continuous Table Top Fusing Machine

Roll to Roll setup with

exit screen cooling [
conveyor option 4

[Click for Larger Image]

Astex 2024SC pictured with steel stand and locking casters

FUSING MACHINE INFO

Features:

. Adjustable Pressure to 45 P.S.I

. Digital Temperature Control

. Temperature Range from 125 - 355 F
. Variable Belt Speed

. Automatic Cool Down Timer with Fan
. Low voltage/high current protection

. Loading Table - 36"

. Long Heat Chamber - 27"

. 3" x 36" Buck

. CE APPROVED

Options:

Steel Stand with locking Casters
Pneumatic Pressure Control
Unwind/Rewind Devices

Folders

Cut & Stack Device for Plackets
Stacker P200 7-1/2" wide - 11" Long

Stacker P210 9-1/2" wide - 11" Long
Stacker P206 11-1/2" wide - 11" Long
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#2000 Series - Continuous Table Top Fusing Machine

Belt Machine Machine

SPECIFICATIONS
Model yniin | widih
16"

40"
200165C 40 |90,
cm
24"

83"
2024sC 61 |90
cm

Length

68.5"
174 cm

68.5"
174 cm

©2005 Jesse J. Heap & Son, Inc. All Rights Reserved

Machine
Height

16"
41 cm

37"
94 cm

Max.
Temperature

180 C
355 F

180 C
355 F

[View Spec Diagram]
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Max.

Pressure Belt

1.0 Kg/
cm2

4.0
Kg/cm2

Speed
33 ft/

10
m/
min

26
ft/
min
8 m/
min

Net

Electrical Weight

220/3/50-|231

60 Ib.
1600 105
Watt Kg
220/3/50-

60 298 Ib
4180 135 kg
Watt
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#5363SC - Continuous Fusing System

576 S0UTH 21a7 5T.
E|JEEEE J. HEAP & SON, INC. IRVINGTOM. NJ 07111
SERVING APPAREL INDUSTRY SINCE 1931 (73 372-1559

ASTEX MODEL 5363SC
Continuous Fusing Machine

Ideal for men's &
ladies sportswear
apparel.

I

- e EE

The Astex 5363SC is
lower cost
alternative to the
Astex High
Production
Continuous Fusing

Press 6800SC Series

Astex 5363SC with process control system

With a 63" belt, the Astex 5363SC is an upgraded version of the Astex 5200SC
Series. The system is capable of roll-to-roll fusing and has 4-zone heat control
and 62" long heat chamber. The advanced heating system assures a soft flexible
fused assembly, maintaining fabric structure and avoiding shrinkage or fading,
while it provides absolute control of the adhesive resins on any type of interlining
selected.

The combination of top, bottom, left and right conductive heat application with
precise speed and pressure control, assures quality results on all fused
assemblies.

The 5363SC fusing press exceeds worldwide standards in safety and efficiency. It
was engineered with safety and operator comfort in mind.
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#5363SC - Continuous Fusing System

FUSING MACHINE INFO

Features: . Pneumatic Pressure System Controlled
. Low Voltage/High Current Protection
. Endless Teflon Belt System

. Two Sets of Pneumatic Pressure Rollers .
. Digital Heat Controls

. 4-zone heat control

. Easy Change Belt System

. Front loading conveyor Options:

. Automatic Cool Down Mode

. Alerting capability for low pressure or
belt off track.

. Exit Cooling Conveyor

. Anti Pleating Rollers

. Variable Speed Control

. Parts Stacker

. Folding Lateral Loading Shelves
. Unwind & Rewind Systems

. 380 Volt Electrical System

SPECIFICATIONS
Belt Machine Machine Machine Max. Belt , ,
Rlers Width |  Width Length Height = Temperature AR Speed SlEEtie |l
63" 83" 167" 51" 114 PSI
5363SC | (160 | (210 | (425 | (130 S90F @ gy | Y 22O ED) Salls
(200 ©) min. | 91 Amps Ibs
cm) cm) cm) cm) cm2)
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#3024SC Continuous Fusing System

EJ ESSE J. HEAP & SON, INC.

SERVING APPAREL INDUSTRY SINCE 1931

B76 SoUTH 2181 ST.
IRVINGTOMN, MJO7F111
(973) 372-1559

ASTEX MODEL 3024SC
Continuous Fusing System

As a less expensive alternative to the #3024 SC check out our

rebuilt model #3024SC.
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The Astex 3024SC ideal for dress shirt collars and cuffs

The flexible Astex 3024SC fusing
machine fills the void between low
production, platen presses and the
larger, more expensive conveyorized
high pressure fusing machines. It is
suited for small to medium production
requirements.

With pressure up to 7.5 kg/cm2 and a
24" belt width, the 3024SC fusing
machine is ideal for dress shirt
collars and cuffs.

Precise speed control, top and bottom
heat with separate controls, and a fully
adjustable pressure system assures
high quality fusing at an economical
price. The return to operator conveyor
allows the use of one operator for
loading and unloading.

The 3024SC fusing press exceeds
worldwide standards in safety and
efficiency. It was engineered with
safety and operator comfort in mind.
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#3024SC Continuous Fusing System

FUSING MACHINE INFO

Ideal for Dress

Features:
Shirts Collars
Dual, digital heat control, top
and Cuffs and bottom
Front loading table
Cool down timer
) o . Endless Teflon belting system
The 3024SC Fusing machine is ideal for use . Anti-pleating roller
in fusing collars. The process involves a . Pneumatic pressure control
lamination of a specially prepared . Solid state speed control
interlining to the outer layer of the collar. - Return-to-Operator cooling
This process eliminates shrinking and is conveyor - reduces operator
widely used in today's high quality stock fatigue
shirts.
SPECIFICATIONS
Belt Machine = Machine  Machine Max Max.
Model Width Width Length Height Temperature Pressure  Belt  Electrical Weight
Speed
3024 gg . 378" 117.3" 40" 200 7.5Kg/ |11 m/ |220/3/60 930
SC cm- 96 cm 298 cm 102 cm cm min 8 KW Kg

[View Spec Diagram]
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http://www.jesseheap.com/print.php (2 of 2)7/26/2006 7:08:57 PM


javascript:newpop('http://www.jesseheap.com/Pictures/Fusing-Machines/3000sc-specs.html',620,390)

#5200SC - Continuous Fusing System

576 S0UTH 21a7 5T.

JESSE J. HEAP & SON, INC. IRVINGTON, NJ 07111

SERVING APPAREL INDUSTRY SINCE 1931 (973) 372-1559

ASTEX MODEL 5200SC
Continuous Fusing Machines

The Astex 5200SC Series fusing machines
are engineered specifically for high
production speeds and low temperature
fusing of sportswear. The combination of
top and bottom conductive heat application
with precise speed and pressure control,
assures quality results on all fused
assemblies.

The advanced Multi-Zone heating system
assures a soft flexible fused assembly,
maintaining fabric structure and avoiding
shrinkage or fading, while providing absolute
control of the adhesive resins on any type of
interlining selected.

The Astex 5200SC machine is available in 40"
and 52" belt widths. Video Demonstration
of Astex 5254 fusing machine is

available.

Astex 5240SC with process control system

[View Spec Diagraml
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#5200SC - Continuous Fusing System

The process control system (pictured above) has the ability to preset and hold in memory 5
different programs.

It can also be programmed to turn off and on at preset time and
has a precautionary message screen to indicate low air pressure.

The 5200SC fusing press exceeds worldwide standards in safety
and efficiency. It was engineered with safety and operator
comfort in mind.

Astex 5254 Video

Demonstration

FUSING MACHINE INFO

Features: Options:
. Adjustable Pressure up to 114PSI . Parts Stacker
. 3-zone heat control top and bottom belt . Folding Lateral Loading Shelves
cleaning systems . Unwind & Rewind Systems
. Front Loading Conveyor Low Voltage/ . 380 Volt Electrical System
High Current Protection
. 3-1/2" dia. Pressure Rollers Variables Video:

Speed Control
. Exit Cooling Conveyor with air-blowing
system. . Video Astex 5254 fusing machine
. Endless belt system with reversing
capability
. Actual value digital heat controls
. Anti Pleating Rollers

SPECIFICATIONS
Belt Machine Machine Machine Max. Belt , .
MR, Width Width Length = Height | Temperature Pressure Speed SIEEHAEE] | B
" 56" 165" 47"
5240SC 39" (98.5 (142 (420 (120 200 C 8.0 Kg/ 14_m/ 220/3/60 | 660
cm) cm2 min. 12 kW kg
cm) cm) cm)
54.5" 72" 165" 47"
5254SC | (138.5 | (182 | (420 | (120 200 C S0 A T 220D B
Kg/cm2 | min. 18 kW kg
cm) cm) cm) cm)

[View Spec Diagram]
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#5200SC - Continuous Fusing System

©2005 Jesse J. Heap & Son, Inc. All Rights Reserved

http://www.jesseheap.com/print.php (3 of 3)7/26/2006 7:09:16 PM



# 9000SC Series - Continuous Fusing Machine

576 S0UTH 21a7 5T.
E|JESE!EJ. HEAF‘&SDH? INC. IRVINGTOM. NJ 07111
SERVING APPAREL INDUSTRY SINCE 1931 (973 372-1559

ASTEX 9000SC SERIES
Continuous Fusing Machine

The Astex 9000 is suited for
o fusing of wide width lamination
of films and webs.

Click here to see setup for roll to roll
fusing/laminating application.

The Astex 9000 Fusing Machine is used in a wide variety of apparel and
industrial laminating applications. With the longest heat chamber available,
seven zone temperature control, and tandem pressure rollers, this laminating
and fusing system gives precise control of time, temperature and pressure.

It is available in 48", 60", & 72" widths. i - 1
=

Model 9072-S is offered with an enhanced heating
system for the operational speed and higher
temperature requirements of roll-to-roll industrial
laminations with and without integral product cooling
systems. Overall the 9000 Series is designed for
efficient operation and simple maintenance.

Video demonstrates Roll to

Roll Fusing with 125 Unwind
& 210 Rewind
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# 9000SC Series - Continuous Fusing Machine

FUSING MACHINE INFO

Features:

Options:

. Seven Individually Controlled Heating

Zones

. Seven Actual Value, Digital Temperature
Controllers

. Triple Pressure System

. Cybernetic Belt Tracking

. Interlock Non-Marking Belt Seams
. Curvilinear, Heated Platen

. Rotary Top belt Strip-Off Device
. Belt Cleaning System

. Cool Down Timer

. Temperature Alarm
. 54" (137 cm) Feed Conveyor

. 54" (137 cm) Exit Cooling Conveyor

. Parts Stacker System - 14" (36¢cm) to

20" (51cm) wide

. 48" (130 cm) Input Conveyor System

. Folding Lateral Shelves

. Unwind & Rewind Systems
. Microprocessor Control

. Fusible Unroll Reels

. Super Cooler available with 9072S

. Video Astex 9072 Video

SPECIFICATIONS
Belt Air Electrical
Model Belt <Machine Machine | Machine Speed | Pressure Air 220/3/60 Net
Width ~ Width Length Height pee Consumption AMPS Weight
Ft./min. PSI
Draw
48" 66" 204"  |52.5 I‘LZSOO
9048 | (122 |[(168 (518 (133 0-40 100 7.0 55 1965
cm) | cm) cm) cm) Kg
60" 78" 204" 52.5 7:35500
9060 | (152 |(198 (518 (133 0-40 100 8.0 72 204'10
cm) CM) CM) CM) kg
72" 90 204" 52.5" ﬁjsoo
9072 (193 | (229 (518 (133 0-40 100 10.0 90 2145
cm) cm) cm) cm) kg
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#6800 - High Production Continuous Duty Fusing Machine

EJ ESSE J. HEAP & SON, INC. 576 SOUTH 2187 ST.

IRVINGTOMN, MJO7F111
SERVING APPAREL INDUSTRY SIMNCE 1931 (73 372-1559

. ASTEX MODEL 6800SC
High Production Continuous Fusing System

[Low-priced remanufactured model also available]

w
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View Spec Diagram

This Fusing Press is typically used in roll to roll
fusing/laminating applications.

The Astex 6800SC high production fusing machine is available in 48", 60"
and 72" belt width.

This wide width, heavy duty fusing machine has
50% greater heat capacity and longer heater
chamber than comparatively priced fusing presses.

The 6 zone heat control is divided into top and
bottom, and further subdivided right, center and left.

Each of these zones is monitored by 1 of the six

Astex 6872 with Unwind/  high precision solid state heat controllers.
Rewind System Video

Demonstration

Longer heated length
and 6 zone heat control permits high production
speeds with absolute fusing security.

Astex 6860
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#6800 - High Production Continuous Duty Fusing Machine

Astex 6860 Video
Demonstration

FUSING MACHINE INFO

Features: Options:

. Six Individually Controlled Heating Zones . Parts Stacker System - 14" (36cm) to
. Six Actual Value Digital Temperature 20" (51cm) wide

Controllers . 48" (130 cm) Input Conveyor System
. Tamper Proof Heat Controllers . Folding Lateral Shelves
. Loading Shelves . Unwind & Rewind Systems
. Set Point Hi-Lo Temperature Alarms . Microprocessor Control
. Rapid Response, High Reserve Heaters . Fusible Unroll Reels
. Top & Bottom Belt Cleaning Systems
. Low RPM Rotary Top Belt Strip-Off i .

. ) ideo:

. Automatic Present Cool Down Timer
. Solid State Variable Speed Drive
. Pneumatic Pressure Control . Video Astex 6848 Video
. Multiple Safety Systems . Video Astex 6860 Video
.- 54" (137 cm) Input Conveyor . Video Astex 6872 Video

. 54" (137 cm) Exit Cooling Conveyor . Video Astex 6872 Video 11

SPECIFICATIONS
Belt Air Electrical
Model Belt Machine Machine Machine Speed Pressure Air 220/3/60 Net
width ~ Width Length Height Ft./ pS| Consumption AMPS Weight
min. Draw
48 68.5" 186" 50"
6848 | (122 |(174 472 (az2v 40 100 1 CFM 75 3100
cm) cm) cm) cm)
60 80" 186" 50"
6860 | (152 |(203 472 (az2v 40 100 1CFM 95 3500
cm) cm) cm) cm)
72 92" 186" 50"
6872 | (193 (230 472 (127 40 100 1 CFM 110 4200
cm) cm) cm) cm)

[View Spec Diagram]
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#4500 - High Pressure Cuff/Collar Fusing Machine

%J ESSE J. HEAP & SON, INC. e

SERVING APPAREL INDUSTRY SINCE 1931 (973 372-1559

ASTEX MODEL 4500
High Pressure Cuff/Collar Fusing Machine

[Low-priced remanufactured model also available]

---...__h._‘.‘-I
i
The Astex 4500 conveyorized fusing machine is engineered to meet the high-
pressure, dress shirt fusible specifications with high production capacities. Large

reservoir heated channels for rapid glue line penetration without damaging
delicate fabrics. The fusing press is available in 24" and 36" belt width.

s
]

Loading station design features easy access, built-in shelves for shell cloth and
fusible storage. Return-to-operator option returns fused assemblies to the front
of the machine, enabling the system to work with a single operator.

FUSING MACHINE INFO
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#4500 - High Pressure Cuff/Collar Fusing Machine

Features:

Actual value Digital Temperature Indicators
Precision Solid State Heat Controllers
Set Point Hi-Lo Temperature Alarms
Rapid Response, High Reserve Heaters
Top & Bottom Belt Cleaning System
Automatic Preset Cool Down Timer
Tamper Proof Thermostats
Temperature Probe Monitors
Pneumatic Pressure Control-Tandem
Rollers

Multiple Safety Systems

©2005 Jesse J. Heap & Son,
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Options:

. Internal & External Cooling System
. Return to Operator System

. Folding Lateral Shelves

. Unwind & Rewind Systems

. Interlock Seamed Rolls

Inc. All Rights Reserved



#162/354 - Table Top Platen Fusing Machine

576 S0UTH 21a7 5T.

JESSE J. HEAP & SON, INC. IRVINGTON, NJ 07111

SERVING APPAREL INDUSTRY SINCE 1931 (973) 372-1559

Astex Model 162-354
Table Top Platen Fusing Machine

The Astex 162-354 is a general
purpose platen press, standard with
top heat. This fusing machine is
ideal for fusing and film laminating.

A preset timer automatically
releases platen when dwell time
expires. Adjustable time,
temperature and pressure controls.

Video demonstration of 162-354 is
available. Specifications diagram of
162-354 is also available.

Astex 162 24'"'x36" Fusing Machine

Model 162 354 Features:
30" x 48" g
_ 24" x 36" . Electrically heated Platen
Fusing Area (76 cm x . Solid State Timer
(61 cm x 91 cm) 120
cm) . Floating Head for Even
Cylinders One Two Pressure
. Meets OSHA Requirements
Volt/Phase | 220/3 220/3 . Solid State Temperature
Amp 18 30 Coptrol
b . Adjustable Pressure
g 500 Ibs. 950 Ibs. Side Load T Syst
Weight . Side Load Tray System
g 227 kg 432 Kkg.

Fusing Area: 24" X 36" and 30" X 48" (60 X 90 cm and 75 X 120 cm)

©2005 Jesse J. Heap & Son, Inc. All Rights Reserved
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#202T - Platen Fusing Machine For Collars

JESSE J. HEAP & SON, INC. SRS

SERVING APPAREL INDUSTRY SINCE 1931 (973) 372-1559

ASTEX MODEL 202T

High Pressure, Platen Fusing Machine For
Collars Cuffs & Fronts

[Low-priced remanufactured model also available]
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#202T - Platen Fusing Machine For Collars

The Astex 202T is one of the largest and most versatile of our platen presses for

full front pressing of shirts. The 26" X 36" platen accommodates full fronts
pressing. Collars, cuffs and placket shirt fronts are fed to the machine on the
twin-tray system.

Collar/cuff production is typically 180 Features:

doz/day top ply fusing. This can be

greatly increased by spot welding . Solid State Temperature Control
assemblies. . Temperature Variable to 400 F

. Shielded Reciprocating Tray System

High thermal reserve platen, rapid . gh;mim;{ml Heat‘;d Platen
response heating elements, and up to - Salety Release System
. Hi Temperature Safety System

30PSI of platen pressure assures :

. . . Dial Pressure Gauge
consistent fusible results. The
reciprocating tray system allows parts
to be loaded and unloaded during the fusing cycle.

SPECIFICATIONS
Machine Machine Machine Platen Platen Net
MR Width Length Height il PGS Amps Pressure Size Weight
28 psi 26" x 2300
56" 58" 93" 36" Ibs
A 142 cm. | 147 cm. | 236 cm. =40 £ A 2 ey (66 x 1045
cm2
91 cm) | kg
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# 4103HP - Fusing Machine For Dress Shirt Center Fronts

576 S0UTH 21a7 5T.
JEE‘EE Ji- HE.ﬁ.P & SGH; INC+ IHH’INGT[]N. N.._l n?1 i1

SERVING APPAREL INDUSTRY SINCE 1931 (973) 372-1559

AIT/ASTEX MODEL 4103HP

High Pressure Fusing Machine For Dress Shirt
Center Fronts

Exclusively for dress shirt placket fusing. Bundle
clamp holds unfused fronts. One placket at a time
is fused and then disposed on the other side of the
clamp.

1,200 parts/day is typical at a 12-15 sec. dwell
time. Tandem machines increase production
approximately 50% with only one operator.

FUSING MACHINE INFO

Features: Options:
. Adjustable Pressure to 45 P.S.I. . Foot Pedal Control with Electronic
. Variable Temperature Control Safety Device For Tandem Operation

. Solid State Timer

. Bottom Vacuum

. Automatic Air Ejection System

. Bundle Holding Bar

. 3" x 36" Buck

. Two Button Close - Meets OSHA
Requirements
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	#2000 Series - Continuous Table Top Fusing Machine
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	#5363SC - Continuous Fusing System
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	#3024SC Continuous Fusing System
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	#5200SC - Continuous Fusing System
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	# 9000SC Series - Continuous Fusing Machine
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	#6800 - High Production Continuous Duty Fusing Machine
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	#4500 - High Pressure Cuff/Collar Fusing Machine
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	#162/354 - Table Top Platen Fusing Machine
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	#202T - Platen Fusing Machine For Collars
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	# 4103HP - Fusing Machine For Dress Shirt Center Fronts
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